Premium Nitrile Rubber Discharge Hose
Spec Sheet

Black nitrile hose is typically built as a multi-layer, heavy-duty hose designed to withstand demanding industrial and contractor
applications. The tube is made from nitrile rubber (NBR) selected for it's excellent resistance to petroleum based oils and industrial fluids.
A textile or fabric reinforcement is incorporated into the hose wall to provide strength and pressure resistance, while maintaining
flexibility. The outer cover is designed to protect the reinforcement and inner tube in construction environments including abrasion,
weather, and general handling.

Tough, durable construction for demanding industrial, contractor, rental, municipal, and dewatering applications
Excellent resistance to weather, UV exposure, ozone, many chemicals, and petroleum-based products

High bonding strength and low elongation through extruded-through-the-weave construction
Flexible and easy to deploy, roll, clean, and maintain

Temperature range: -4°F to 158°F (-20°C to 70°C)

Standard lengths: 50 ft, 100 ft, 200 ft, and custom lengths up to 660 ft

Custom colors, markings, and coupling configurations available

Tube: Nitrile Rubber

Reinforcement: High-strength woven jacket
Cover: Nitrile Rubber

Manufacturing Type: Extruded-through-the-weave

Size WP (psi) Burst (psi) Weight (1b/ft) Wall (mm)
1lin 250 750 0.195 2.40
2in 250 750 0.316 2.40
4 in 150 450 0.806 3.20
6 in 150 450 1.277 4.30
8in 150 450 1.856 5.90

Other diameters and pressure ratings available upon request.

Construction sites, equipment rental fleets, water transfer, dewatering, municipal service, industrial fluid handling, agricultural
water movement, full petroleum transfer, and general discharge service.
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